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PetroFix Technical Description

PetroFix Design Assistant

PetroFix is a new remedial technology designed to treat 
petroleum fuel spills in soil and groundwater. A simple-to-
use fluid that can be applied under low pressure into the 
subsurface or simply poured into open excavations, PetroFix 
offers a cost-effective solution for environmental practitioners 
and responsible parties to address petroleum hydrocarbon 
contaminants quickly and effectively. 

PetroFix has a dual function; quickly removing hydrocarbons 
from the dissolved phase, by absorbing them onto the 
activated carbon particles, while added electron acceptors 
stimulate hydrocarbon biodegradation in-place. PetroFix 
does not require high pressure “fracking” for application 
and can be applied with ease using readily available 
equipment associated with direct push technology. 

The remedial fluid is a highly concentrated water-based suspension consisting of micron-scale activated carbon and 
biostimulating electron acceptors. PetroFix has a viscosity higher than water and is black in appearance. Its 
environmentally-compatible formulation of micron-scale activated carbon (1-2 microns) is combined with both slow and 
quick-release inorganic electron acceptors. A blend of additional electron acceptors is included along with the PetroFix fluid. 
Practitioners can select between a sulfate and nitrate combination blend (recommended), or sulfate only for the additional 
electron acceptors required.

REGENESIS has developed a proprietary web-based design 
assistant called PetroFix Design AssistantTM that provides 
environmental professionals the ability to input their site 
parameters, determine the required product amount, and 
order the product through REGENESIS’ customer service. The 
PetroFix Design Assistant includes defaults and warnings 
throughout the process to guide users toward effective 
designs that will offer best results. 

To access the PetroFix Design Assistant, create an account 
and login at www.PetroFix.com



Applications

PetroFix is mixed with water on-site and easily applied onto the sub-surface using low pressure injections, or mixed in 
excavations. PetroFix is compatible with and can be used with ORC Advanced® to expedite rates of biodegradation. For more 
information about co-application with ORC Advanced, contact REGENESIS.
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Storage and Handling Guidelines

Storage:
 Store away from incompatible materials
 Store in original closed container
 Store at temperatures between 40°F and 95°F
 Do not allow material to freeze
 Dispose of waste and residues in accordance 
 with local authority requirements

Chemical Composition

Activated Carbon - CAS 7440-44-0 > 30%
Calcium Sulfate Dihydrate - CAS 10101-41-4 < 10%

Properties

Appearance: Black Fluid
Viscosity: 1500-3500 cP (corn syrup-like)
pH: 8-10

Handling:
 Never add additives to solution prior to mixing
 with water
 Wear appropriate personal protective equipment
 Do not taste or ingest
 Observe good industrial hygiene practices
 Wash hands after handling


